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PULSABLE IR SOURCE
Model EP-3963

Helioworks, Inc. offers a unique steady 
state infrared emitter with a tungsten 
filament and sapphire window that 
provides mid IR radiation to over 5 
microns. It operates in pulsed or steady 
state mode at temperatures in excess of 
1900º K in an industry standard TO-8 
package.

Key features include:
• Tungsten Filament
• Operates in Pulsed or Steady State Mode
• Internal Gold Plated Parabolic Reflector
• Sapphire Window
• Standard TO-8 Package

Electrical Specifications:
Peak Voltage = 3.0 Volts MAXIMUM 
Peak Current 1.0 Amp 
Peak Power = 3 Watts (DC)

Radiance (Watts/CM2):
Volts = 3.0, Distance = 3.0 inches from source

Laser 
Diodes

Germany & Other Countries
Laser Components GmbH 
Tel: +49 8142 2864 – 0 
Fax: +49 8142 2864 – 11 
info@lasercomponents.com
www.lasercomponents.com

France
Laser Components S.A.S. 
Tel: +33 1 39 59 52 25 
Fax: +33 1 39 59 53 50 
info@lasercomponents.fr
www.lasercomponents.fr

United Kingdom
Laser Components (UK) Ltd. 
Tel: +44 1245 491 499 
Fax: +44 1245 491 801 
info@lasercomponents.co.uk
www.lasercomponents.co.uk

Nordic Countries
Laser Components Nordic AB 
Tel: +46 31 703 71 73 
Fax: +46 31 703 71 01 
info@lasercomponents.se
www.lasercomponents.se

USA
Laser Components USA, Inc. 
Tel: +1 603 821 – 7040 
Fax: +1 603 821 – 7041 
info@laser-components.com
www.laser-components.com

 


