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AAttttaacchhmmeenntt  ooppttiioonnss  ffoorr  llaasseerr  ssaaffeettyy  ccuurrttaaiinnss  

- ML-1, ML-6, ML-6-2 and ML-20 - 

 

 

 

FFuunnccttiioonnaall  
ddeessccrriippttiioonn  

- Possible methods for attaching the laser safety curtain to a rail or similar 
 

AAttttaacchhmmeenntt  
ooppttiioonn  

FFiigguurree  DDeessccrriippttiioonn  
  

  
  
  
  
EEyyeelleettss  
  
  
  
    

- Eyelets are provided in the laser protection curtain 
- The standard eyelet diameter is 16 mm 
- The standard distance from eyelet to eyelet is 

300 mm; distance from eyelet center to the edge 
approx. 30 mm 

- Different distances available on request 
- The curtain can be attached to the rail system by 

means of snap hooks   
  

  
  

  
  
  
PPiippiinngg  
  
  
  

             

- Piping is sewn into the laser protection curtain and 
drawn into the channel of an aluminum profile rail 

- Piping diameter 10 mm 
- Also possible as vertical wall attachment 
- Matching aluminum profile rails available 

  
  
  
SSccrreewwss  
  
  
  

 

- Openings are provided in the laser protection textile 
according to your specifications 

- Use of matching sleeves, the standard outer 
diameter of the sleeve is 10 mm 

- Washers are used between the screw head and the 
laser protection curtain, thickness 2 mm 

- Matching collar bushings available 

 

There are various options for connecting several laser protection curtains such as Velcro/velour, concealed zip 
fasteners and magnets. 

Additional attachment options available on request. D
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Acces - 
sories

Germany and Other Countries
Laser Components Germany GmbH 
Tel: +49 8142 2864 – 0 
Fax: +49 8142 2864 – 11 
info@lasercomponents.com
www.lasercomponents.com

France
Laser Components S.A.S. 
Tel: +33 1 39 59 52 25 
Fax: +33 1 39 59 53 50 
info@lasercomponents.fr
www.lasercomponents.fr

United Kingdom
Laser Components (UK) Ltd. 
Tel: +44 1245 491 499 
Fax: +44 1245 491 801 
info@lasercomponents.co.uk
www.lasercomponents.co.uk

Nordic Countries
Laser Components Nordic AB 
Tel: +46 31 703 71 73 
Fax: +46 31 703 71 01 
info@lasercomponents.se
www.lasercomponents.se

USA
Laser Components USA, Inc. 
Tel: +1 603 821 – 7040 
Fax: +1 603 821 – 7041 
info@laser-components.com
www.laser-components.com

 


