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Germany and Other Countries
Laser Components Germany GmbH 
Tel: +49 8142 2864 – 0 
Fax: +49 8142 2864 – 11 
info@lasercomponents.com
www.lasercomponents.com

France
Laser Components S.A.S. 
Tel: +33 1 39 59 52 25 
Fax: +33 1 39 59 53 50 
info@lasercomponents.fr
www.lasercomponents.fr

United Kingdom
Laser Components (UK) Ltd. 
Tel: +44 1245 491 499 
Fax: +44 1245 491 801 
info@lasercomponents.co.uk
www.lasercomponents.co.uk

Nordic Countries
Laser Components Nordic AB 
Tel: +46 31 703 71 73 
Fax: +46 31 703 71 01 
info@lasercomponents.se
www.lasercomponents.se

LDP-V KIT
Accessory Package for LDP-V & LDP-AV Series (except LDP-V/-AV 10-/40-70)

Product Description Technical Data*

� Compatible with most LDP-V and LDP-AV drivers
� 15 V / 2 A wall power supply
� Two SMC-BNC 50 Ù cables (1.2 m) for pulse trigger

input and current monitor connection

+15 V, 2 A DCSupply voltage
110 .. 230 V AC (50 .. 60 Hz)Input voltage
36 x 55 x 17Dimensions in mm
320 gWeigth
-20 to +55 °COperating temperature

* Technical data is subject to change without further notice.

Compatible Products: LDP-V 03-100
LDP-V 50-100
LDP-V 80-100
LDP-V 240-100
LDP-AV D06-N20
LDP-AV D06-N10

The LDP-V KIT includes a wall power supply 
according to the power requirements of the 
driver. It can be directly attached on top of the 
drivers of the LDP-V and LDP-AV series (except 
LDP-V/-AV 10-/40-70).

Furthermore, two SMC-BNC cables are included 
to connect the trigger input and current monitor 
of the driver.
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