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OP Cable Assemblies

• Standard	cable	length:	12	inches
• Avoid	damage	to	front	panel
• Reference	quality	specs
• Jacketed	fiber
• FC,	SC,	LC
• APC	standard
• UPC	available	on	non-RL	units	ONLY
• SM/MM
• Non-BIMMF	for	MM
• 9µm,	50µm,	62.5µm,	POF

SAVer Cables: SAV-XX-XX-X

MTP SAVer Cables: SAV-MTPx-MTPx-X

MTP SACrificial Cables: SAC-MTPx-MTPx-X

• Standard	cable	length:	12	inches
• Avoid	damage	to	reference	cables
• Reference	quality	specs
• Bare	ribbon	fiber
• MTP	male,	MTP	female
• SM/MM
• Non-BIMMF	for	MM

• Standard	cable	length:	12	inches
• Used	for	OP280/OP480	units
• No	reference	specs
• Bare	ribbon	fiber
• MTP	male,	MTP	female
• SM/MM
• Non-BIMMF	for	MM
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OP Cable Assemblies

High Performance MTP Reference Cables: HPR-FA-MTPx-X

OPLC-KIT Launch Condition Kit: OP-LCKIT-FPxx-XX

• Standard	cable	length:	3	meters
• Other	lengths	available	upon	request
• Reference	quality	specs
• Jacketed	fiber
• FC,	LC,	SC,	ST,	APC,	UPC
• SM/MM
• Non-BIMMF	for	MM
• 9µm,	50µm,	62.5µm,	POF

• Standard	cable	length:	3	meters
• Breakout	length:	36	inches
• Other	lengths	available	upon	request
• Reference	quality	specs
• Breakout	(Buffered	fiber)
• Bare	ribbon	fiber
• MTP	female,	MTP	Male
• SC-APC,	FC-APC
• SM/MM
• Non-BIMMF	for	MM
• 9µm,	50µm,	62.5µm

• Standard	cable	length:	3	meters
• Other	lengths	available	upon	request
• Creates	a	custom	launch	condition
• Jacketed	fiber
• FC,	LC,	SC,	ST
• APC	for	all	RL	units
• UPC	available	upon	request
• MM	only
• 9µm,	50µm,	62.5µm
• EF	Compliant

High Performance Reference Cables: HPR-FA-XX-X
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OP Cable Assemblies

MTP Reference Reflector Cables: MTP-REFL-X
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• Standard	cable	length:	5	inches
• Other	lengths	available	upon	request
• Used	for	Referecing	RL
• High	quality	cable
• Jacketed	fiber
• LC,	SC,	FC,	APC	-	PC
• Standard	SM
• MM	available	upon	request

• Standard	cable	length:	5.5	inches
• Other	lengths	available	upon	request
• Used	for	Referecing	RL
• High	quality	cable
• Bare	ribbon	fiber
• MTP	female,	MTP	male	-	PC
• Standard	SM

Reference Reflector Cables: FA-XX-REFL-X

COPYRIGHT	©	2017	by	OptoTest	Corp.	Product	specifications	and	descriptions	are	subject	to	change.	SS-OPCables	RevA
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