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Pin no. 1 
,l .. 

13 

2 6 

1'9,55 - 0,20 - n 

Pin configuration: 1 Bias 5 Output Yl 12 Output Y2 2-4, 6-11 & 13-14 N/C
Application information: 
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1 L2,5_CP2 
Note: Outputs Yl, Y2 are interchangeable. The anodes Yl, Y2 must be at negative potential compared to the cathode. 
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The inherent resolution of a PSD is very good. lt is proven to be better than one part in one million. The performance of a PSD based measurement system is thus limited by its mechanical, optical and electrical components. 
To get the best performance you have to consider: • Modulated light source. Modulation makes it possible to avoid influence of other light sources.• Stahle temperature.• Mechanical stable system.• High optical resolution.• High resolution in division of the sum- and difference signals.

Resolution, optical sensitivity and measurement speed are related to each other in the PSD measurementsystem and you have to make the proper choices and tradeoffs for your system. F urther information as schematics of a recommended hook-up is obtainable from your local distributor or from SiTek Electro Üptics AB. 
SiTek PSD Position Measurement electronic boards: 

For most position measurement applications the SiTek PM-kit offers a complete and easy-to use solution. lt is a series of general purpose, high performance, low-noise electronic boards designed for SiTek PSD. You can easily build your own measurement system using our PM-kit. Further information is obtainable from your local distributor or from SiTek Electro Üptics AB. 
Information in this data sheet is believed to be reliable. However, no responsibility is assumed for possible inaccuracies or omissions. 
Specifications are subjected to change without notice. 
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