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AAllssoo  aavvaaiillaabbllee  aatt  ddiiffffeerreenntt  ssttaannddaarrdd  
wwaavveelleennggtthhss  wwiitthh  ssaammee  hhiigghh  
ppeerrffoorrmmaannccee  aanndd  ccoommppaacctt  ffoooottpprriinntt::  

 MMAAKKOO--NNLL--11006644  
 MMAAKKOO--NNLL--11555500  
 MMAAKKOO--NNLL--11990000  
 MMAAKKOO--NNLL--22000000  

• Output Power 500mW
• Linewidth <1MHz
• Stable Single Frequency
• Low intensity noise
• Single Mode, M² ≃ 1
• Standard or All-PM version
• Compact & Rugged Module
• PM Output with High PER
• RS 232  Interface
• Operation Temp: 0 to 50°C

AApppplliiccaattiioonnss  
• LIDAR
• Fiber Optic Sensing
• Laser Spectroscopy
• Coherent communications
• Analog & RF Photonics

KKeeyy  FFeeaattuurreess  

MMAAKKOO--NNLL--11003300  
550000mmWW  NNaarrrrooww  LLiinneewwiiddtthh  

11003300nnmm  FFiibbeerr  LLaasseerr  

MMAAKKOO  SSEERRIIEESS  

The CCYYBBEELL  MMAAKKOO--NNLL11003300  is a single frequency narrow linewidth 
fiber laser designed for low noise applications. The MMAAKKOO--NNLL11003300  
OEM module produces a highly stable 1030nm CW output up to 
500mW with a sub-MHz linewidth range,  low RIN and intensity noise 
and excellent OSNR.  

Since the  MMAAKKOO--NNLL11003300  design uses a Master Optical Power Ampli-
fier design ( MOPA ) , it allows large scalable output power and a 
wavelength selection in a robust and small form factor packaging
( 9 7x78x15mm3 ) . This OEM  laser product  comes as either a 
standard or an all polarization maintaining laser that provides steady 
performance in adverse environmental conditions.  

The MMAAKKOO--NNLL11003300    is ideally suited for integration in Lidar systems, 
optical sensing or RF & analog photonic applications. External moni-
toring and control can be  achieved via RS 232 computer interface. 

MAKO-NL-1030: 97x78x15mm³ 
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United Kingdom
Laser Components (UK) Ltd. 
Tel: +44 1245 491 499 
Fax: +44 1245 491 801 
info@lasercomponents.co.uk
www.lasercomponents.co.uk
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MMAAKKOO--NNLL11003300  SSppeecciiffiiccaattiioonnss  
OOPPTTIICCAALL  UUnniitt  VVaalluuee  CCoommmmeenntt  

CCeenntteerr  wwaavveelleennggtthh nm 1030 Other wavelengths available 

OOuuttppuutt  ppoowweerr mW 500 

OOuuttppuutt  ssiiggnnaall  lliinneewwiiddtthh  (( 33 ddBB )) MHz <1 Option of 100kHz or less 

BBeeaamm  qquuaalliittyy  (( MM²² )) kHz <1.1 

SSiiddee  mmooddee  ssuupp..  rraattiioo  (( SSMMSSRR )) dB 50 @Pout=1W, Res; 0.05nm 

PPoollaarriizzaattiioonn  eexxtt..  rraattiioo dB ≥ 18 PM version 

RReellaattiivvee  iinntteennssiittyy  nnooiissee  (( RR IINN )) dBc/Hz <120 @ 500Hz 

OOuuttppuutt  ffiibbeerr  ssttaabbiilliittyy  % <1 With 30dB output isolator 

PPiiggttaaiill  oouuttppuutt  ffiibbeerr  m SMF 28 or PM Panda fiber Armored cable, optional 

FFiibbeerr  lleennggtthh m 1 FC/APC connector termination 

OOuuttppuutt  ppoowweerr  ttuunniinngg  rraannggee % 10 to 100 

EELLEECCTTRRIICCAALL//MMEECCHHAANNIICCAALL 

VVoollttaaggee V 12 & 2 

WWaarrmm--uupp  TTiimmee min 20 

MMeecchhaanniiccaall  ppaacckkaaggee mm 97x78x15 Without heat sink 

SSuuppppllyy  ppoowweerr  ccoonnssuummppttiioonn W 12 @Pout max=250mW 

CCoonnttrrooll  iinntteerrffaaccee RS 232 

EENNVVIIRROONNMMEENNTTAALL 

OOppeerraattiinngg  tteemmppeerraattuurree °C 0 to 50 

OOppeerraattiinngg  rreellaattiivvee  hhuummiiddiittyy % 0 to 95 Non-condensing 

CCUUSSTTOOMMIIZZAATTIIOONN  
The MMAAKKOO  is a laser platform that can be customized to match Customers ’  spe-
cific requirements. Please contact Cybel. 

CCOOMMPPLLIIAANNCCEE  wwiitthh  RReegguullaattoorryy  RReeqquuiirreemmeennttss::  These OEM products are Class 4 
lasers as designated by the Center for Device and Radiology Health ( CDRH ) . 
As such they are intended only in integration into other equipment and do not 
comply with CDRH requirement. It is the customer responsibility for CDRH certifi-
cation of the full system that incorporates this industrial laser.    
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