
1

11
/

21
 /

 V
3 

/
 A

Ba
-IF

 /
 ju

te
c/

ac
tiv

e-
la

se
r-s

af
et

y-
cu

rta
in

-m
l-2

0-
en

 

 

AAccttiivvee  llaasseerr  pprrootteeccttiioonn  ccuurrttaaiinn  MMLL--2200  

- For high-power lasers and fully automated applications - 
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LLaasseerr  ssyysstteemm  rreeqquuiirreemmeennttss  
Laser output ≤ 12 kW 
Wavelength 900 … 1080 nm 
Beam diameter d86 ≥ 5 mm 
Permissible exposure limit 
(PEL) 

≤ 5.0 *107 W/m² 

Laser switch-off time ≤ 120 ms 
 

  

FFuunnccttiioonnaall  
ddeessccrriippttiioonn  

- Active laser protection system on textile 
basis incl. electronic cut-off and patch 
cable. In the event of destruction by the 
laser beam, opens the safety circuit before 
laser radiation is transmitted. 

AApppplliiccaattiioonnss  - Demarcation of laser areas 
- Local equipment of machines and 

housings at particularly exposed locations 
- Also for fully automatic laser systems 
- Protection against direct irradiation up to 

12 kW 
- Particularly suitable for high-power lasers 

(e.g. welding, soldering or cutting) of class 
4 from approx. 1 kW upwards  

DDiimmeennssiioonnss  - Height and width of the system always 
according to your requirements 

- Cutouts, holes, bores possible  
- Max. size approx. 4 m² per section 
- Max. width approx. 1.4 m² per section 

AAttttaacchhmmeenntt  
ooppttiioonnss  

- Piping 
- Loops 
- Eyelets / Rings 
- Screws 

FFeeaattuurreess  - High mechanical flexibility 
- Easy to clean  
- Excellent brightness due to the pearly, 

diffusely reflecting surface on one side 
- Completely silicone-free 

CCoolloorr  - Front side pearly (white) 
- Rear side black 

TThhiicckknneessss  - approx. 1 cm 
WWeeiigghhtt  - approx. 1.8 kg/m² 
SSttaannddaarrdd  - DIN EN 60825-4 VDE 0837-4:2011-12 

- DIN EN 12254:2012-04  
- EN ISO 13849-1:2015 
- Certified by independent assessor 

DDeessiiggnnaattiioonn  - LSV…ML-20 
SSccooppee  ooff  
ddeelliivveerryy  

- Laser protection curtain, rolled 

MMaattcchhiinngg  
aacccceessssoorriieess  

- Mounting bracket 
- Customized rail system 
- Swivel arm frame, mobile cabin 

 

 

Active laser protection curtains connected in series 

Electronic cut-off incl. indicator LED 

 Acces - 
sories

Germany and Other Countries
Laser Components Germany GmbH 
Tel: +49 8142 2864 – 0 
Fax: +49 8142 2864 – 11 
info@lasercomponents.com
www.lasercomponents.com

France
Laser Components S.A.S. 
Tel: +33 1 39 59 52 25 
Fax: +33 1 39 59 53 50 
info@lasercomponents.fr
www.lasercomponents.fr

United Kingdom
Laser Components (UK) Ltd. 
Tel: +44 1245 491 499 
Fax: +44 1245 491 801 
info@lasercomponents.co.uk
www.lasercomponents.co.uk

Nordic Countries
Laser Components Nordic AB 
Tel: +46 31 703 71 73 
Fax: +46 31 703 71 01 
info@lasercomponents.se
www.lasercomponents.se

USA
Laser Components USA, Inc. 
Tel: +1 603 821 – 7040 
Fax: +1 603 821 – 7041 
info@laser-components.com
www.laser-components.com

 


