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PPaassssiivvee  llaasseerr  pprrootteeccttiioonn  ccuurrttaaiinn  MMLL--11  

- The light option - 
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OOppeerraattiinngg  
mmooddee  

 

WWaavveelleennggtthh  rraannggee  PPrrootteeccttiioonn  
lleevveell  

D 200 – 315 nm AB 7 
I 200 – 315 nm AB 2 
R 200 – 315 nm AB 2 
M 200 – 315 nm AB 5Y 
D 316 – 720 nm AB 5 

DD,,  II,,  RR,,  MM  772211  ––  11440000  nnmm  AABB  33  
I 316 – 655 nm AB 7 
R 316 – 720 nm AB 5Y 
M 316 – 655 nm AB 6Y 
I 656 – 720 nm AB 5 

M 656 – 720 nm AB 5 
 

AApppplliiccaattiioonnss  - Demarcation of laser areas 
- Especially for lasers with low power and 

protection against scattered radiation, 
for example in medical practices 

- Can be used on one side 
- Very suitable for laser protection roller 

blinds  
- Especially suitable for the following 

laser classes  
 1C: e.g. hair removal, tattoo 

removal ... 
 1M: e.g. accessible beam focused 

with magnifier 
 2 / 2M: e.g. projection laser 
 3R / 3B: e.g. laser therapy, pump 

laser, measuring laser 
 4: e.g. processing laser for 

welding or soldering with low 
power 

DDiimmeennssiioonnss  - Height and width of curtain always 
according to your requirements  

- Max. size approx. 15 m² per section 
AAttttaacchhmmeenntt  
ooppttiioonnss  

- Piping 
- Loops 
- Eyelets / rings 
- Velcro/velour 
- Magnets possible 

FFeeaattuurreess  - Very high mechanical flexibility 
- Easy to clean thanks to sealed surface of 

the curtain side facing the laser 
- Excellent brightness with pearly, 

diffusely reflecting surface of the sides 
facing the laser 

- Completely silicone-free 
CCoolloorr  - Front side pearly (white) 

- Rear side black 
TThhiicckknneessss  - approx. 0.1 cm 
WWeeiigghhtt  - approx. 0.5 kg/m² 
SSttaannddaarrdd  - DIN EN 12254:2012-04 tested 

by DIN Certco 
DDeessiiggnnaattiioonn  - LSV….ML-1 
SSccooppee  ooff  
ddeelliivveerryy  

- Laser protection curtain, rolled 

 
MMaattcchhiinngg  
aacccceessssoorriieess  

- Customized rail system for 
ceiling or wall installation 

- Swivel arm frame 
 

 

Passive laser protection curtain incl. rail system 

Eyelet option 

Acces - 
sories

Germany and Other Countries
Laser Components Germany GmbH 
Tel: +49 8142 2864 – 0 
Fax: +49 8142 2864 – 11 
info@lasercomponents.com
www.lasercomponents.com

France
Laser Components S.A.S. 
Tel: +33 1 39 59 52 25 
Fax: +33 1 39 59 53 50 
info@lasercomponents.fr
www.lasercomponents.fr

United Kingdom
Laser Components (UK) Ltd. 
Tel: +44 1245 491 499 
Fax: +44 1245 491 801 
info@lasercomponents.co.uk
www.lasercomponents.co.uk

Nordic Countries
Laser Components Nordic AB 
Tel: +46 31 703 71 73 
Fax: +46 31 703 71 01 
info@lasercomponents.se
www.lasercomponents.se

USA
Laser Components USA, Inc. 
Tel: +1 603 821 – 7040 
Fax: +1 603 821 – 7041 
info@laser-components.com
www.laser-components.com

 
 


