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ARIMA LASERS CORP.  
PHONE: 886-3-4699800︱FAX: 886-3-4699600 
E-MAIL: Ldsales@arimalasers.com︱www.arimalasers.com
For reference only.  Contents above are subject to change without notice. 

Laser Module 
LC-LMD-850-01

Ø 4 mm, 850 nm Laser Module

Features
1. APC (auto power control) IC inside
2. Low current consumption of the APC circuit
3. Surge current protection
4. High quality lens for output beam

Output Power

01 - < 0.7 mW

03 - < 3.9 mW

LC-LMD 850 01 XX A

Part No. Indications

Absolute Maximum Ratings

Item Symbol Rating Unit

Power supply voltage VCC 3.5 V

Laser module optical output 
power

Po

01 < 0.7 
mW

03 < 3.9

Operation temperature Topr 0 ~ 40 °C

Storage temperature Tstg 0 ~ 60 °C

Laser 
Diodes

Germany and Other Countries
Laser Components Germany GmbH 
Tel: +49 8142 2864 – 0 
Fax: +49 8142 2864 – 11 
info@lasercomponents.com
www.lasercomponents.com

France
Laser Components S.A.S. 
Tel: +33 1 39 59 52 25 
Fax: +33 1 39 59 53 50 
info@lasercomponents.fr
www.lasercomponents.fr

United Kingdom
Laser Components (UK) Ltd. 
Tel: +44 1245 491 499 
Fax: +44 1245 491 801 
info@lasercomponents.co.uk
www.lasercomponents.co.uk

Nordic Countries
Laser Components Nordic AB 
Tel: +46 31 703 71 73 
Fax: +46 31 703 71 01 
info@lasercomponents.se
www.lasercomponents.se

USA
Laser Components USA, Inc. 
Tel: +1 603 821 – 7040 
Fax: +1 603 821 – 7041 
info@laser-components.com
www.laser-components.com

 

https://www.lasercomponents.com
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Laser Module 
LC-LMD-850-01

Electrical and Optical  Characteristics (TC = 25 °C)

Item Symbol Min. Typ. Max Unit Condition

Wavelength
l

01
835 845 855 nm

Po= 0.5 mW

03 Po= 3 mW

Operation current lop

01
- - 40 mA Po= 0.5 mW;  Vcc= 3 V

03

Optical output power Pout

01 0.3 0.7
mW

03 2 3.8

Operation voltage Vop 2.8 - 3.5 Volt

Laser beam spot size at 10 m < 20 mm

Divergence angle 2.0 mrad

Outline Dimensions (Units: mm)

Infrared APC Laser Module  APCD-850-01-C1-TA
6-2D-LM85-XXX Rev.00

Φ4mm 850nm Laser Module 

Features
APC (auto power control) IC inside 
Low current consumption of the APC circuit 
Surge current protection 
High quality lens for output beam 

Absolute maximum ratings 

Electrical and optical characteristics (Tc=25 oC)

Min. Typ. Max. Unit Conditions
835 845 855 nm Po= 0.5mW

- - 40 mA Po= 0.5mW ; Vcc=3V
0.3 0.7 mW

2.8 - 3.5 Volt

<20mm

2 mrad

Parameter Symbol Rating Unit
Power supply voltage Vcc 3.5 V

Laser Module optical output power Po <0.7 mW
Operation temperature Topr 0~40 ℃ 

Storage temperature Tstg 0~60 ℃ 

Infrared APC Laser Module  APCD-850-01-C1-TA
6-2D-LM85-XXX Rev.00

Φ4mm 850nm Laser Module 

Features
APC (auto power control) IC inside 
Low current consumption of the APC circuit 
Surge current protection 
High quality lens for output beam 

Absolute maximum ratings 

Electrical and optical characteristics (Tc=25 oC)

Min.Typ.Max.UnitConditions
835845855nmPo=0.5mW

--40mAPo=0.5mW ;Vcc=3V
0.30.7mW

2.8-3.5Volt

<20mm

2mrad

ParameterSymbolRatingUnit
Power supply voltageVcc3.5V

Laser Module optical output powerPo<0.7mW
Operation temperatureTopr0~40℃ 

Storage temperatureTstg0~60℃ 

Ø 4 +
 0 

     
  –  

0.02

8.5 ± 0.05

0.6 ± 0.05

0.
3

< 1.0

Ø 1.3 

Aperture size: 1.3 mm

DC Power connection mode 1

TA type: 
Heat sink stand (–)

NC
GND

Vcc

Laser 
Diodes

Germany and Other Countries
Laser Components Germany GmbH 
Tel: +49 8142 2864 – 0 
Fax: +49 8142 2864 – 11 
info@lasercomponents.com
www.lasercomponents.com

France
Laser Components S.A.S. 
Tel: +33 1 39 59 52 25 
Fax: +33 1 39 59 53 50 
info@lasercomponents.fr
www.lasercomponents.fr

United Kingdom
Laser Components (UK) Ltd. 
Tel: +44 1245 491 499 
Fax: +44 1245 491 801 
info@lasercomponents.co.uk
www.lasercomponents.co.uk

Nordic Countries
Laser Components Nordic AB 
Tel: +46 31 703 71 73 
Fax: +46 31 703 71 01 
info@lasercomponents.se
www.lasercomponents.se

USA
Laser Components USA, Inc. 
Tel: +1 603 821 – 7040 
Fax: +1 603 821 – 7041 
info@laser-components.com
www.laser-components.com
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